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Overview

Dimensions(unit:mm)

MORE THAN SOLAR

MDM6Z series molded case circuit breaker, rated voltage up to DC1500V, current up to 400A. The 

breaking capacity of DC1500V is up to 10kA, which can reliably protect the system against short 

circuit.

TechnicaL Specification

Model

Shell frame grade Rated current Inm (A)

Rated current In (A)

pole

Rated operating voltage Ue (V)AC.

Rated insulation voltage Ui (V)

Rated impact withstand voltage Uimp (kV)

Ultimate short-circuit breaking capacity LCU (kA)

Operating short circuit breaking capacity Ics (kA)

Connection mode

Mechanical life (total number of times)

Electrical life (total number of times)

Total break time (MS)

Whether it has isolation characteristics

Standard.

Permissible ambient temperature

Protection grade

Quality certification

But with attachments

Arc distance (mm)

Instantaneous action value

Overall dimension LxWxH(mm)

installation

MDM6Z-320 MDM6Z-630MDM6Z-400 MDM6Z-800

320 630400 800

280、315、320 315、350、400 400、500、630 630、700、800

MDM6Z-250

250

125、140、160、
180、200、225、

250

2

1000

1000

3

1250

1500

3

1500

1500

2
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3

1250

1500

3
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1500

12

20

20

4
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4

1250

1500

1000 1500 1000 1500 1000 1500

Top down out Top down out In the out In the out In the out

10000

2000

20

yes

IEC 60947-2-. GB/T 14048.2.

-40~+70* C 

Ip20

CCC、CE、CB、T0V

Auxiliary, alarm, shunt, manual operation, electric operation

≥50(zero arc with arc mask)

10In

180x76x126(2P)/180x107x126(3P) 258x200x107 280x280x115.5 280x280x115.5

Fixed type, plug-in type

MDM6Z-250/320

MDM6Z-400

MDM6Z-630/800

Wiring Diagram
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